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SECTION 725 TEMPORARY DETOUR ROADS AND BRIDGES

REFERENCE SAMPLED MIN. MIN. CERT. SMALL TYPICAL
MATERIAL PURP. BY QUANT. HANDLING REMARKS
FREQ. QUANTITY TIME
TESTED BY METHOD CONTAINER DISTR.

FOR DETAILS ON TEMPORARY SIGNS, BARRICADES AND PAVEMENT MARKINGS, SEE SECTION 713 OF THIS MANUAL.

FOR DETAILS ON GUARD RAIL SEE SECTION 704 OF THIS MANUAL.

FOR DETAILS ON MEDIAN ROADWAY BARRIERS, SEE SECTION 733 OF THIS MANUAL. FOR DETAILS ON SEED SEE SECTIONS 717 OF THIS MANUAL.

FOR DETAILS ON FERTILIZER SEE SECTION 718 OF THIS MANUAL.

FOR DETAILS ON EMBANKMENTS SEE SECTION 203 OF THIS MANUAL.

BASE SEE PART Il OF THIS MANUAL.
COURSE
(Roadway)
PILES & Cypress, 725.02 Accept. | = - | e | e e Visual inspection by Proj. Engr.
TIMBER Fir, Oak & 1014.01
Pine Proj. Engr.
SURFACE SEE PARTS IV, V OR VI OF THIS MANUAL.
COURSE
(Roadway)
TEMPORARY 725.02 Accept. | = - | - | e e | e e Visual inspection by Proj. Engr.
CULVERT Proj. Engr.
PIPE




